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SNAP SWITCHES FOR USE IN HAZARDOUS 
LOCATIONS

This is to certify that
representative samples of

See Addendum Page for Product Designation(s).
 

Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 1203 : Explosion-Proof and Dust-Ignition-Proof Electrical 
Equipment for Use in Hazardous (Classified) Locations.

Additional Information: See the UL Online Certifications Directory at 
https://iq.ulprospector.com for additional information

This Certificate of Compliance does not provide authorization to apply the UL Mark. Only the UL Follow-Up 
Services Procedure provides authorization to apply the UL Mark. 

Only those products bearing the UL Mark should be considered as being UL Certified and covered under UL’s 
Follow-Up Services. 

Look for the UL Certification Mark on the product.
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This is to certify that representative samples of the product as specified on this certificate were tested according 
to the current UL requirements

USL Cat. No. 057-0057, -0130, -0157, -0690, -0691, -0692, -0693,     -0696, -0697, -0698, -0699, 
-0760, -0761, -0762, -0763, -0770, -0771, -0772, or  0773 snap switches for use in hazardous 
locations, Class I, Groups A, B, C and D and Class II, Groups E, F and G.


